13 GA. GALV. COMMERCIAL
TOP ROLLER BRACKET

DJUSTABLE ROLLER CARRIER
ATTACHED W/ (@) 174" x 1/2"
BOLT & NUT PER BRACKET

20 GA GALV. STEEL SECTION STRAPS

LOCATED AT EA. CENTER HINGE
ATTACHED W/ DOUBLE SIDED TAPE

14GA. DURASAFE

CENTER HINGE ATTACHED
W/ <4) 1/4" x 3/4*
HEX HEAD SCREWS

4 3/4'W x 5 1/2'H X 18 GA. (5*
R-TRUSS) GALV. STEEL R-TRUSS
ATTACHED W/ (2> 1/4* x 3/4"

HEX HEAD SCREWS AT EACH END
STILE AND <2> 1/4” x 3/4* HEX

3 GA. FLAG BRACKET ATTACHED TO wOOD JAMB
W/ (3> 5/16 DIA. X 1-5/8"
TRACK W/ (4) 1/4’-20 TRACK SPLICE BOLTS AND NUTS

LAG BOLTS AND TO

%M

24 GA. MIN EXTERIOR SKIN
WITH G-40 GALV. & BAKED

ON POLYESTER TOP CEIAT\

2 5/8" x 3 1/2" x 18GA BACKER
PLATE LOCATED BEHIND EA.
CENTER HINGE

18" SEC. = 2' x 10 1/2 -
21” SEC. = 2" x 13 1/2"

HEAD SCREWS AT EACH SEC.
STRAP

ATTACHED W/ (4> 1/4* x
3/4" HEX HEAD SCREWS
PER BRACKET

7/16* BOLT RETAINER

SPLICE TRACKS AT THIS LOCATION
W/ (4) 1/4"-20 TRACK SPLICE BOLTS & NUTS
SECURE TO JAMB WITH (3) 5/16” DIA. x 1-5/8"
LAG BOLTS

TYPICAL TOP FIXTURES
N.T.S. 1

(1) 5/16” DIA. x 1-5/8"
LAG BOLT ATTACHED TO JAMB
AT EA. JAMB BRACKET

TYPICAL DURASAFE CENTER HINGE
N.T.S. 2

12 GA. GALV. STEEL
JAMB BRACKETS

ATTACHED W/ (1) 1/4"-20

TRACK SPLICE BOLT & NUT 4+ » 1 7/8° x 14 GA
STEEL PLATE

(SPLICE>

OR (2) RIVETS

27 GA. MIN
INTERIOR SKIN

MAX

INSTALLED AT THE
TOP OF EACH
ENDSTILE ON THE
INSIDE USING (4>
1/8" RIVETS
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TRACK CONFIGURATION FOR 66" UP TO 8  TALL DOORS
N.T.S.

TYPICAL DOUBLER PLATE [/ S1
N.T.S. @
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JAMB BRACKET LOCATIONS
A[BJC|DJEJF|GJH]S
6'-6"| 3" | 14’ 241 35"43[53"[65" 70"
7'=0"| 3|14’ 271 38[46"|56|68*] |76"
7'-6"]| 37| 11| 241 35" 43*[53"| 65|75"| 82’
8/—0"| 3" | 14" 277 38[46"|56| 68°|78"| 88"
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INTERIOR OF GARAGE

CFC-FREE EXPANDED
POLYSTYRENE INSULATION
1 LB DENSITY

R=5.73, U=017

MAX. WIDTH 16'0"

MAX 160"

&
S
LIFT HANDLE~\ L
S

SECTION HEIGHT

SECTION HEIGHT
DESIGN LOADS

+368.0 LBS/FT
—448.0 LBS/FT

INSIDE ELEVATION

CONT. ALUM, EXTRUSION
W/ CONT. VINYL ASTRAGAL

SEE NOTES 2 & 3
POSITIVE PRESSURE

——R-TRUSS SPACING N.T.S. R-TRUSS SPACING

T~
12 GA. DURASAFE BBRS BOTTOM BRACKET NEGATIVE PRESSURE
END HINGE ATTACHED (@ 12 GA. FLAT LEAF HINGES 078" [ THICK ATTACHED
WQEg(E)HElgg' S)ER:E/\;I-é PER SIDE ATTACHED WITH ¢3) XE/)E3|)-IE1A/];1 SéRECﬁS WITH A REV | DESCRIPTION OF REVISIONS DATE BY
1/4* x 3/4* HEX HEAD SCREW .
X 095" BRACKET SLIDER A UPDATE OF JAMB ATTACHMENTS TO STRUCTURE | 4/3/07 [SKW
‘ SECTION A—A (SIDE VIEW) SPECIFICATIONS AND NOTES B [REWSED NOTE 8 12/16/08 | CBT
" /’ LIDE LOCK ENGAGES INTO VERTICAL N.T.S.
BOLT%&?’AIRII-:';\?' TRACK ON BOTH SIDES 5/8° MIN 1. ALL THE LOAD FROM THE DOOR IS TRANSFERRED TO THE VERTICAL TRACK,
ENGAGEMENT COMFORMING TO SFBC FROM THE TRACK THE LOAD IS TRANSFERRED TO THE VERTICAL JAMBS. MAX SIZE S~V
(L 3603-2. (SNAP LATCH, OR SECURE THE HORIZONTAL JAMB OR HEADER RECEIVES NO PORTION OF THE LOAD 16 x 8 - eOFT A}
(@ 14GA. DURASAFE LOCK DPTIONAL ZRPEbLsc:ILER\'}EEgn(ﬁEMJATagsngggélws MAXIMUM DESIGN LOADS OF: = ?‘.‘E* ‘I
X 3 - AV w4
ROLLER CARRIERS ATTACHED +368.0 LBS/FT & —448.0 LBS/FT -~ Gy Y .I
W/ (4 1/4" x 3/4° . %
10 BALL STEEL 3. DOORS AND HARDWARE WILL BE DESIGNED, MANUFACTURED g .
HEX HEAD SCREWS PER CARRIER [ ROLLER W/9* STEM AND INSTALLED WITH STANDARDS AS SET FORTH BY DASMA. DESIGN LOADS £ x x4
4. DOOR SECTIONS SHALL BE 27 GA. (.016) MIN. INTERIOR AND 24 GA. (.022) MIN. +46.0 PSF ; *y
TYPICAL DURASAFE END HINGE / S1 /‘\ EXTERIOR ROLLED FORMED, G—40 GALVANIZATION W/ BAKED ON POLYESTER FINISH —56.0 PSF 7
N.T.S. 3 TYPICAL BTM BKT W/ FLAT LEAF HINGE St 5. DOORS UPTO 7'0” HIGH CONSIST OF (4) SECTIONS AS SHOWN. 7 .
N.T.S. W USE (1) 5" R—TRUSS PER SECTION = *ersessoseasessegd
STOP MOULDING S/16° x 1 5/8" LAG 6. DOORS UPTO 8'0" HIGH CONSIST OF (5) SECTIONS AS SHOWN. 8582 Q)Q/ﬂ@/ 2'006
(SOPRCED 5 eTae) CREVLREE  WOOD JAMB ATTACHMENT TO STRUCTURE - SirpormG STCTUA B i ICENSED. 07
20 GA. GALV. STEEL 7. SUPPORTING STRUCTURAL ELEMENTS SHALL BE DESIGNED LARGE MISSLE StV 3¢ -
END STILE ATTACHED JAMB BRACKET BY A REGISTRED PROFESSIONAL ENGINEER FOR WIND LOADS IMPACT v Q. Xy EN G\%-"
i TO PANEL ¢ LANCES RATED FOR 150 MPH PEAK GUST (130 MPH FASTEST—MILE BASIC WIND SPEEDS) INDICATED ON THIS DRAWING IN ADDITION TO OTHER LOADINGS. \\ S“'ON ALE“ 2
3SI3I{€REIE§4NI 5/8' x 4 3/8" x 18GA 8. THE METHOD OF TESTING WAS IN SUBSTANTIAL CONFORMANCE RESISTANCE A St
BACKER PLATES WITH THE PROCEDURES DESCRIBED IN ASTM E330, ASCE 7-98/02/05, AND
2 X 6 VERTICAL JAMB ATTACHMENT TO WOOD FRAME STRUCTURE SOUTH FLA. BUILDING CODE PROTOCALS 201, 202, 203 WIND LOAD DESIGN
— 5/18" X 3" LAG SCREWS STARTING 6" FROM ENDS THEN 18" O.C. (1 1/4" EMBEDMENT) CRITERIA. THE PRESSURES SHOWN ON THE DRAWINGS WERE CALCULATED

5/8" x 3 1/2" x 18GA BACKER
PLATE LOCATED BEHIND EA.
CENTER HINGE

USING THE FOLLOWING PARAMETERS:
A. 150 MPH PEAK GUST WIND SPEED (130 MPH FASTEST MILE)
B. DOOR CAN BE INSTALLED WITH 5 FEET OF DOORS WIDTH
INSIDE THE EDGE STRIP.

2 X 6 VERTICAL JAMB ATTACHMENT TO 2.000 PS| CONCRETE
HILTI KWK BOLT 3/8" X 4" STARTING 6” FROM ENDS THEN 24" O.C. (2 1/2" EMBEDMENT)
HILTI SLEEVE ANCHOR 3/8" X 2-3/4" STARTING 6" FROM ENDS THEN 12” 0.C. (1 1/4”

ary

RRRRIKKKRKY 4 P EMBEDMENT) C. 25 MEAN ROOF HEIGHT AT ANY SLOPE
LERSBIRKKKLY X oY i %% %% %% %% ITW/RAMSET REDHEAD (TRU—BOLT) 3/8" X 4" STARTING 6 FROM ENDS THEN 18" 0.C. (2 D. IMPORTANCE FACTOR OF 1.05
[ 1/2" EMBEDMENT) E. EXPOSURE RATING OF C 165 CARRIAGE COURT WINSTON-SALEM, N.C. 27105 WWW.AMARR.COM

MODEL #1200-D WeatherGuard Plus w/DuraSafe
Short Panel, Long Panel, and Flush Panel

9. THIS APPROVAL REQUIRES THE MANUFACTURER TO DO TESTING OF ALL
COILS USED TO FABRICATE DOOR PANELS UNDER THIS NOTICE OF ACCEPTANCE.
A MINIMUM OF 2 SPECIMENS SHALL BE CUT FROM EACH COIL AND TENSILE
TESTED ACCORDING TO ASTM E—8 BY A DADE COUNTY APPROVED LAB

* POLYSTYRENE CORE
2" GALV. STEEL TRACK

2 X 6 VERTICAL JAMB ATTACHMENT TO C-—90 BLOCK
HILTI SLEEVE ANCHOR 3/8" X 2-3/4" STARTING 6" FROM ENDS THEN 12” 0.C. (1 1/4”
EMBEDMENT)

7/16” DIA. o » - "
BéLT RETAINER TRACK THICKNESS .083 ITW/RAMSET TAPCON 1/4" X 2-3/4" STARTING 6" FROM ENDS, USE PAIRS OF SELECTED AND PAID BY THE MANUFACTURER. EVERY 3 MONTHS, 4 TIMES A
i CONT. VERTICAL JAMB 2X6 FASTENERS (3" APART) AT 10" 0.C.(1 1/4" EMBEDMENT) YEAR, THE MANUFACTURER SHALL MAIL TO THIS OFFICE: A COPY OF THE TEST SIZE| DRAWNBY  DLJ| DATE 06/21/01 DRAWNG NUMBER
1/4-20 x S5/8°TRACK SOUTHERN, YELLOW PINE REPORTS WITH CONFIRMATION THAT THE SPECIMENS WERE SELECTED FROM SFC 590 01 0
SPLACE BOLT AND NUT COILS AT THE MANUFACTURER PRODUCTION FACILITIES. AND A NOTARIZED — -
TR ACK MOUNTING DETAIL (NO. 2 OR BETTER) :::;}S’A;':%OBI?L;: %ZDBEA;::NJER;'J::RJO PROVIDE A FLUSH MOUNTING SURFACE. STATEMENT FROM THE MANUFACTURER THAT ONLY COILS WITH YIELD STRENGTH B CHECKED BY DATE
OF 32,000 PSI OR MORE SHALL BE USED TO MAKE DOOR PANELS FOR DADE

N.T.S. COUNTY UNDER THIS NOTICE OF ACCEPTANCE. ENGINEER:  THOMAS L. SHLMERDINE P.E. LIC. No. 0048579 | SHEET 1 OF 1
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